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ELECTRICTRAINS.

Now your trains can depart from empty platforms,
lookinglike they loaded up andarehaulingfreight
loadsawaywiththem.WhentheRailKing
Operating FreightPlatform isconnected tothe
activationbuttonortoanITAD,itsfreightis
"loadedonto"the trainwhenit stopsatthestation,
leavingbehindemptyplatformswhen t h e train
departs. The secrettotheemptyplatformsis a
design thathides the freight load u nder theroofof
theplatform, sothatitappears the cartonsand
crates have beenloaded ontothetrain.

Itwillbeeasytosurprisefriendsandfamilywiththe
Operating Freight Platform when you follow the
directionsinside.

®



CAUTION:ELECTRICALLYOPERATED PRODUCT:

Notrecommendedforchildrenunder8yearsofagewithoutadult
supervision. As withall electric products,precautionsshouldbeobserved
duringhandlingandusetoreducetheriskofelectricshock.

WARNING:Whenusing electricalproducts,basicsafetyprecautions should
be followedincludingthefollowing:

• Readthismanualthoroughlybeforeusingthisdevice.

M.T.H. recommendsthatallusersand personssupervisinguseexaminethe
unitperiodicallyforconditionsthatmayresultinthe riskoffire,electric
shock, or injury topersons,suchasdamagetotheprimarycord,plug
blades, housing,outputjacks or other parts. Intheeventsuchconditions
exist,theunitshouldnotbeuseduntil properlyrepaired.

Thisunitisintendedforindooruse.Donotuseifwaterispresent. Serious
injuryorfatalitymayresult.

Donotoperatewithdamagedwiresorclips.

Donotusethis unitforother thanits intendedpurpose. Thisunitwas
designedtooperatewithanyACorDCoutputtoytraintransformer. See
thetransformer'soperatinginstructionsformoreoperatingandsafety
information.
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•
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IRING NSTRUCTIONSW I

The RailKingOperatingFreightPlatform ismade upofthreecomponents:the
platform,connectingclips, andthe switch.Before youplacethe platform onthe
layout,you mustwireittotheswitchand power source. Therearetwowaysyou
can d o this: 1.Hooktheplatformtotheswitch,or2.Hooktheplatform to an
InfraredTrackActivationDevice(ITADsoldseparately).TheOperating Freight
Platformrequires12-14voltstooperate.
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ConnectGreenwireto
terminalA

ConnectBluewireto
terminalB

ConnectWhitewireto
terminalC

ConnectYellowwireto
terminalD

ConnectBlackwireto
ACGround

ConnectRedwireto
ACHot

Option 1

StripZ-wirecableharness
insulationtoreveal1/4”of
barewire.

From4PinConnector

From2PinConnector

Note:This unitisequippedwithasafetydeviceto
preventoverheating.Iftheplatformisoperated at
lessthan12 volts, theswingcanbecomestuckinthe
inbetween cycle,causingthecoiltooverheat. T h e
safetydevicewillshuttheunitdowntopreventthis.
Ifthishappens,turnoffpowerto theoperatingfreight
platformfor10minutes. Thentheplatformwillbe
readytooperateagainat12-14volts.



Option 2

A
A

B BC

C

D

D

Outer Rail (Transformer AC GROUND)
ITAD- N.O.(NormallyOPEN)
ITAD - N.C.(Normally CLOSED)
CenterRailorITAD-(common)
(Transformer AC HOT)UndersideofFreightPlatform

ConnectingtheplatformtoanITAD
Connectthe wiresfromundertheplatform tothetrackandITAD asshownbelow.
Ifyou choosethisoption,youwill notuse theincludedswitch.

Tooperatewhenthe platformisconnected to the switch:
Simplyflip theswitchwhenever youwanttomovethefreightload. Theredlight
indicatesthatthe down,waitingto beloadedonto thetrain,and the
greenlight indicatesthatthe istuckedunder theroof,notvisibleon
the platform.

freightloadis
freightload

Tooperatewhentheplatformis connected to an ITAD
BesuretheITADissettotrackpowerand inalocationwherethetrainwill
activateitwhenthe freight loadshouldboard. Youshould alsosettheITADfor
a10-15seconddelayafterthetrain hasmovedpastit,so thatpeopleviewingthe
layouthavetimetoseethat thefreightloadisgoneafterthetrain pulls a way.
Youmaywanttoadjustthe sensitivityoftheITADtoworkbestwiththe
distanceofthetrain andoperatorsonyourlayout.

M.T.H.suggeststhe layout showninthediagrambelowasoneoptionwhen
using anITAD:

FreightPlatform

PassengerStation

ITAD

Train Direction



Whenthelightsundertheroofoftheplatformburnout,replacethemby
poppingtheoldoneoutandthenewonebackinlikeChristmastreelights.

Youcanobtainreplacementbulbsdirectlyfromthe M.T.H. PartsDepartment
phone: 410-381-2580
e-mail:parts@mth-railking.com
mail:7020Columbia GatewayDrive,ColumbiaMD 21046-1532).

Connectingthe
PlatformtoOther
M.T.H. Platforms
Your platform includesasetof4
clips thatcan beusedtosecure2
platformstogether.Tousethese
clips simply alignthetwo
stations,and presstheclips into
thespaceson thebaseand
underneaththeroof.

Clipsused
tosecurethe

platforms
together

HANGING THE IGHT ULBSC L B

ONNECTING THE LATFORMC P



PRING DJUSTMENT NSTRUCTIONSS A I

If youfindthatyourfreightisnot raising or loweringas itshould,usethe
followingadjustmentinstructions toguide youthroughfinetuningyour
platform'soperation.

If youarenotusing a highwattage transformer,it ispossiblethatitwill have
highvoltage drops causing theunittonot operate.Inthis case,youmay needto
eitherturnthevoltageupordecreasethespringtension. Iftheunitoperatesbut
theloaddoesnotstayhiddenbehindthesign,thenyouneedtoeitherdecrease
thevoltage or increasethe springtension. Follow theinstructionsbelow toadjust
thespringtension.

Installonepostscrewin the
postthat holdsthesolenoid
housing. Leavetheroof off
so youcantesttheunitwhile
youadjustthespringtension.
Withthe unitconnected to
power,youcannowtestthe
unitforthedesirablevoltage
beforere-assemblingthe unit.

Removethepost screws on
theundersideof theplatform.

ToAccess the Tension Spring

Removethefour screws that
holdthesolenoid housingon
theplatformcanopy.Be
carefulnottopullthe
platformcanopy toohard,as
thismightcause damage to
thewires.



• Loosenthescrew
holdingthebracket.
Becareful-thebracket
willswingforward
relievingthespring
tension.

• Tooperateattheleast
possiblevoltage,move
thebrackettowards
theswitches.Make
surethatthereisstill
tensiononthespring.
Ifthereislittleornotensiononthespring,theloadwillnotstayupbehind
thesignandwillremainvisible.Graduallymovethebracketawayfromthe
switchesuntilthedesiredoperationisattained.

• Tightenthescrewholdingthebracket,makingsurethatyoudonotchange
thebracketpositionaccidentallyduringtightening.

• Movethespringtothelast
holeonthebracketand
movethebracketascloseto
thefrontwallaspossible
withouthittingthewall.

• Ifthis hasnotincreasedthe
spring tension sufficiently,
removethebracketand
directlymountthespringto
thebracketscrewas
illustrated.

AdjustingtheSpringTensionforLowerVoltage

AdjustingtheSpringTensionforHigherVoltage

InAddition:Asageneralguidethebrackethasthreeholes.Theholeclosesttothescrew
isforlessvoltageandthelastholeprovidesthemosttension

andisforhighervoltage.Thesecondholeisthedefaultsetting.
providestheleasttensionand



SERVICE & WARRANTY INFORMATION
HowtoGetServiceUndertheTermsoftheLimitedOne-YearWarranty

Forwarrantyrepair,donotreturnyourproducttotheplaceofpurchase.Instead,
followtheinstructionsbelowtoobtainwarrantyserviceasourdealernetworkisnot
preparedtoservicetheproductunderthetermsofthiswarranty.

CAUTION:Makesuretheproductinitsoriginalfactorypackagingincludingits
foamandplasticwrappingmaterialsoastopreventdamagetothemerchandise.
Theshipmentmustbeprepaidandwerecommendthatitbeinsured.

Pleasemakesureyouhavefollowedtheinstructionscarefullybeforereturning
anymerchandiseforservice.

LimitedOne-YearWarranty

AllM.T.H.®productspurchasedfromanAuthorizedM.T.H.TrainMerchantare
coveredbythiswarranty.

acopyoftheoriginalsalesreceiptfromanAuthorizedM.T.H.Train
Merchant

!

!

!

First,write,call,e-mail,orFAXM.T.H.ElectricTrains®,7020ColumbiaGateway
Drive,Columbia,MD21046(Tel.:410.381.2580;e-mail:service@mth-railking.com;
FAX:410.381.6122),statingwhenitwaspurchasedandwhatseemstobetheproblem.
Youwillbegivenareturnauthorizationnumbertoassurethatyourmerchandisewillbe
properlyhandleduponitsreceipt.

Acoverletter
includingyourname,address,daytimetelephonenumber,e-mailaddress(ifavailable),
ReturnAuthorizationnumber,acopyofyoursalesreceipt,andafulldescriptionofthe
problem must be included to facilitate the repairs. Please include the description
regardlessofwhetheryoudiscussedtheproblemwithoneofourservicetechnicians
whencontactingM.T.H.®foryourReturnAuthorizationNumber.

Seeourwebsiteatwww.mth-railking.comorcall1.888.640.3700toidentifyanAuthorized
M.T.H.TrainMerchantnearyou.

M.T.H.productsarewarrantiedforoneyearfromthedateofpurchaseagainstdefectsin
materialorworkmanship,excludinglightbulbsandtractiontires.Wewillrepairorreplace
(atouroption)thedefectivepartwithoutchargeforthepartsorlabor,iftheitemisreturnedto
M.T.H.ElectricTrains®withinoneyearoftheoriginaldateofpurchase.Thiswarrantydoes
notcoverdamagescausedbyimpropercare,handling,oruse.Transportationcostsincurred
bythecustomerarenotcoveredunderthiswarranty.

Itemssentforrepairmustbeaccompaniedbyareturnauthorizationnumber,adescriptionof
theproblem,and

, whichgivesthedateofpurchase.Call410.381.2580,fax410.423.0009,ore-
mailtheServiceDepartmentatservice@mth-railking.comtoobtainareturnauthorization
number.

Thiswarrantygivesyouspecificlegalrights,andyoumayhaveotherrightsthatvaryfrom
statetostate.

ServiceDepartment
M.T.H.ElectricTrains®
7020ColumbiaGatewayDrive
Columbia,MD21046-1532
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